
 

 

 

 

 

 

 

 

ARRIFLEX 416/416 Plus Quick Spec 
 

 

Recording format Super 16 mm film 

Lens mount 54 mm PL 

Contacts for LDS lenses no 

Frame range 1-75 fps 

Sound level below 20 db(A) @ 24 fps 

Temperature range -20°C to +50°C (+4°F to +122°F) 

Shutter 45° to 180° manually adjustable 

Movement 
Silent precision movement with single 
registration pin and pull down transport claw. 
Pull down pitch adjustable. 

Power 24 V dc to 35 V dc 

Weight, body with finder, eyepiece, IVS 
magazine & film 

5.5 kg/12.1 lbs (ARRIFLEX 416) 
5.8 kg/12.8 lbs (ARRIFLEX 416 Plus) 
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ARRIFLEX 416 Plus HS Quick Spec 
 

 
 

Recording format Super 16 mm film 

Lens mount 54 mm PL 

Contacts for LDS lenses no 

Frame range 1-150 fps 

Sound level below 29 db(A) @ 24 fps 

Temperature range -20°C to +50°C (+4°F to +122°F) 

Shutter 45° to 180° manually adjustable 

Movement 
Silent precision movement with single 
registration pin and pull down transport claw. 
Pull down pitch adjustable. 

Power 24 V dc to 35 V dc 

Weight, body with finder, eyepiece, IVS 
magazine & film 

5.8 kg/12.8 lbs 

 
  



ARRICAM Studio Quick Spec 
 

 
Recording format 35 mm film 

Lens mount 54 mm PL 

Contacts for LDS lenses yes 

Frame range 
1-60 fps forward run 
1-32 fps reverse run 

Sound level below 20 db(A) 

Temperature range -10°C to +40°C (14°F to 104°F) 

Shutter 0° to 180° electronically adjustable 

Movement 

5-link movement with dual registration pins and 
pull down transport claws. 
Movements with 4, 3 or 2 perforation pull down 
available. 

Power 24 V dc to 32 V dc 

Weight, body with finder 8.15 kg/17.95 lbs 

 
  



ARRICAM Lite Quick Spec 

 
Recording format 35 mm film 

Lens mount 54 mm PL 

Contacts for LDS lenses yes 

Frame range 
1-48 fps forward run 
1-32 fps reverse run 

Sound level below 24 db(A) 

Temperature range -10°C to +40°C (14°F to 104°F) 

Shutter 0° to 180° electronically adjustable 

Movement 

5-link movement with dual registration pins and 
pull down transport claws. 
Movements with 4, 3 or 2 perforation pull down 
available. 

Power 24 V dc to 32 V dc 

Weight, body with finder 5.25 kg/11.56 lbs 

 
  



ARRIFLEX 435 Xtreme Quick Spec 

 
Recording format 35 mm film 

Lens mount 54 mm PL 

Contacts for LDS lenses yes 

Frame range 0.1-150 fps forward run 
0.1-150 fps reverse run 

Sound level MOS 

Temperature range -20°C to +50°C (-4°F to 122°F) 

Shutter 11.25° to 180° electronically adjustable 

Movement 

5-link movement with double-sided registration 
pins and pull down transport claws. 
Movements with 4 or 3 perforation pull down 
available. 

Power 24 V dc to 32 V dc 

Weight, body with finder 6.5 kg/14.3 lbs 

 
  



ARRIFLEX 235 Quick Spec 

 
Recording format 35 mm film 

Lens mount 54 mm PL 

Contacts for LDS lenses no 

Frame range 
1-75 fps forward run 
20-30 fps reverse run 

Sound level MOS 

Temperature range -20°C to +50°C (-4°F to 122°F) 

Shutter 45° to 180° manually adjustable 

Movement 

5-link movement with single registration pin and 
single two-pin pull down transport claw. 
Movements with 4 or 2 perforation pull down 
available. 

Power 21 V dc to 35 V dc 

Weight, body with finder 3.5 kg/7.7 lbs 

 
  



ARRIFLEX 535B Quick Spec 

 
Recording format 35 mm film 

Lens mount 54 mm PL 

Contacts for LDS lenses no 

Frame range 
3-60 fps forward run 
3-60 fps reverse run 

Sound level 20 db(A) 

Temperature range -20°C to +50°C (-4°F to 122°F) 

Shutter 15° to 180° manually adjustable 

Movement 

7-link movement with dual registration pins and 
pull down transport claws. 
Movements with 4 or 3 perforation pull down 
available. 

Power 24 V dc to 36 V dc 

Weight, body with finder 10 kg/22 lbs 

 
  



ARRIFLEX D-21 Quick Spec 

 

Sensor 
Large format custom designed single CMOS 
sensor 23.76 x 17.82 mm (.9354 x .7016 ”) 
Active pixels: 2880 x 2160 

Signal Output 

HD Mode – HD-SDI (SMPTE 292M): 
- 1920 x 1080 4:2:2 YCbCr 10 bit @ 23.976, 24, 25, 
29.97, 30 PsF 
  
HD Mode – dual link HD-SDI (SMPTE 372M): 
- 1920 x 1080 4:2:2 YCbCr 10 bit @ 48, 50, 59.94, 
60 PsF 
- 1920 x 1080 4:4:4 RGB/YCbCr 10 bit @ 23.976, 
24, 25, 29.97, 30 PsF 
 
 
Mscope – dual link HD-SDI (SMPTE 372M): 
- 1920 x 1080 4:2:2 YCbCr 10 bit @ 23.976, 24, 25 
PsF 
  
Data Mode – ARRIRAW T-Link 
(ARRIRAW transmission protocol mapped into 
RGBA dual link HD-SDI stream according to 
SMPTE 372M): 
- 2880 x 2160 RAW 12 bit Bayer data @ 23.976p, 
24p, 25p 
- 2880 x 1620 RAW 12 bit Bayer data @ 29.97p, 
30p 

Lens mount 54 mm PL 

Contacts for LDS lenses yes 

Frame range 

1-60 fps 4:2:2 (16:9) 
1-30 fps 4:4:4 (16:9) 
1-25 fps Mscope (4:3) 
1-30 fps Data Mode (16:9) 
1-25 fps Data Mode (4:3) 

Video assist 
SD monitoring (PAL/NTSC video downscaled 
from captured image) with composite video or 
S-Video (Y/C) outputs 

Recording 

HD recording devices supporting HD-SDI (SMPTE 
292M) or dual link HD-SDI (SMPTE 372M) signals 
for HD Mode operation. 
Optional on-board HD recording using solid-
state memory recorder FlashMag. 



ARRIRAW T-Link compatible recording devices 
for Data Mode operation. 

Sound level below 20 db(A) @ 24fps 

Temperature range 0°C to +40°C (32°F to 104°F) 

Shutter 11.2° to 180° electronically adjustable 

Power 24 V dc to 36 V dc 

Weight, body with finder 11.6 kg/25.5 lbs 

 
 

ALEXA  

 
Recording format 35 mm film 

Sensor 35 format ALEV III CMOS with Dual Gain 
Architecture (DGA) 

Aperture 

Capture 
- Dimensions: 23.760 x 13.365 mm/0.9354 x 
0.5262” 
- Aspect ratio: 16:9 
- Sensor pixels: 2880 x 1620 
 
Monitoring/EVF 
- Dimensions: 26.136 x 14.702 mm/1.0290 x 
0.5788” 
- Aspect ratio: 16:9 
- Sensor pixels: 3168 x 1782 

In-camera Recording 

Internal to SxS memory cards: Apple 
QuickTime/ProRes 1080p .mov files with 
embedded 2 channel audio and additional 
metadata xml-files.  
Capacity on a 32 GB SxS card at 24 fps: 20 
minutes of ProRes 422 (HQ) or 15 minutes of 



ProRes 4444.  
Maximum recording frame rate depends on 
codec chosen and transfer speed of memory 
card. 

Lens mount 54 mm PL, adjusted for Super 35 

Frame range 0.75 - 60 fps forward only, adjustable with 1/1000 
precision 

Monitor Output HD video output: 1920 x 1080, 4:2:2 YCbCr, Log 
C or ITU Rec 709, legal or extended range, with 
or without a user look applied 

Sound level Below 20 dB(A) when recording to SxS cards with 
lens 

Temperature range -20°C to +45°C  

Shutter Electronic shutter, adjustable from 5 to 359° with 
1/10th precision 
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